All inspections and crashes that a commercial motor vehicle (CMV) driver receives while under the authority of a
carrier will remain part of the carrier's SMS data for two years unless overturned through the DataQs system
(https://datags.fmcsa.dot.gov), even if the carrier terminates the driver.

If a carrier or CMV driver finds any violations in his or her crash or roadside inspection reports that are not listed
in the SMS Methodology severity tables, then they do not count towards the carrier’s or driver's SMS data.

While research data indicate that a driver’'s body mass index (BMI) is a risk factor for identifying drivers that
may have sleep apnea, neither FMCSA nor the CSA program currently has any rules that restrict who can be a
commercial motor vehicle driver based on BMI or weight or neck size.

CSA has not changed any of the FMCSA regulations. There is one rule that FMCSA is trying to change as part of
CSA. The carrier safety rating process that determines whether FMCSA will deem a carrier unfit is currently in rule-
making to potentially change to a new process called Safety Fitness Determination.
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CSA does introduce a driver safety assessment tool to help enforcement staff evaluate drivers’ safety as part of
motor carrier investigations. Using the new SMS, FMCSA continues to hold motor carriers responsible for the job
performance of those who work for them. Therefore, motor carriers are held accountable for their drivers’ errors
such as speeding. This is a longstanding FMCSA position and is not unique to CSA or the SMS.

Potentially erroneous violations on carrier/driver records can be submitted for review. The DataQs system
(https://datags.fmcsa.dot.gov), which does not change under CSA, allows motor carriers and drivers to make a
Request for Data Review of information that resides in FMCSA databases such as crash and inspection reports.

The SMS assesses a carrier’s safety performance on the basis of its roadside violations and crashes. The SMS uses
a subset of these violations and crashes to evaluate an individual driver's safety performance across employers.
Appendix A of the SMS Methodology (http://csa.fmcsa.dot.gov/Documents/SMSMethodology.pdf#nameddest=T1)
shows a complete table of the violations used and indicates whether a given violation is used in the Driver SMS.
Drivers and carriers authorized by a driver to conduct pre-employment screening can view three years of inspection
data and five years of crash data through the PSP (http://www.psp.fmcsa.dot.gov/Pages/FAQ.aspx).

([

U.S. Department of Transportation
Federal Motor Carrier Safety Administration

HTTP://CSA.FMCSA.DOT.GOV | DECEMBER 2010 FMC-CSA-10-023




